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Engrgy Efficient LZD Lighting Systems PRODUCT TECH N ICAL DATASH EET
MODEL NAME EELS 30W ML WG

Characteristic Parameters
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o . . Aluminium Die Casting with

= Fixture Housing i o

< separate Driver Box G
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O [Fixture Dimension 180 mm X 220 mm 5
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= |Diffuser Closure Polycarbonate Cover is Provided Q
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% Weight 2.1Kg
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s IP Standard IP65 2
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Total Wattage 30 Watts o
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vn |Initial Lumen 3300 Lumen g
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°<‘ Luminaire Efficacy (Lm/Watt) 110 Lm/W Q
2
— 52.2
% Life 50,000 Burning Hours
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Starting Time Rapid (0.2 sec) -
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Operating Temperature From -20° to +60° C =

<

Type of Driver Constant Current (CC) E

w

Input Voltage Range 150 VAC ~ 265 VAC ,:'_:

Frequency Range 50 Hz FLIR0864.jog “FLIRES 63900:(;8‘;
§ Power factor >0.98 S A A _
g Total Harmonic Distortion <10%

g Surge Protection 3.75 Kv
Surge PrOteCtion' OUtpUt Short E DSED 400 420 440 4é0 480 500 520 540 560 580 600 620 640 660 680 760 720 740 760 780
. circuit protection, Over load 2
Protection . s
Protection, Over Voltage 9
Protection &
o

Light Source SMD LED =

Lamp Efficacy > 150 Lm/W
% Colour Temperature 3000 K - 6500 K
< [cRI >80
o
W |Certification/Report LM80 / Photo Bio.Test g

e L. Unique Serial No.Printed on each =

Identification Feature 2

Lamp 2

Beam Angle 120° (7
7 a
o Optics Type N.A. I:I-:
= o
S |moc of Optics N.A. = P [

The luminaries can be used for lighting in Food, Pharmacy, Chemical, Cement, Polymer industries
APPLICATION gnting v, mhem s oY
where closed type / weatherproof well glass fittings are required.
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